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Datasheet

Application

Vipanel® is a waterproof bathroom wall panel designed to replace  
or serve as an alternative to traditional tiling. Its construction makes it 
inherently waterproof, providing a seamless, smooth decorative surface 
that is easy to maintain.   
With no grout lines—often a source of mold and mildew in tiled areas—the 
shower, bath, and other vertical bathroom surfaces not only  stay cleaner for 
longer, whilst daily cleaning is faster and easier.

Vipanel® installs more quickly than tiles and can be bonded directly onto 
plaster or plasterboard walls. It can also be fitted directly over existing tiles, 
making it ideal for fast renovation projects. A typical installation takes much 
less than one day and can be significantly faster than tiling the same area.

As with any tiling process, it is recommended that walls be sealed with an 
approved proprietary moisture barrier before installation.  Please check 
local regulations in your home country.

A full range of profiles is available to create internal and external corners, 
join panels, or finish exposed edges. Panels can also be installed without 
trims by using a sealant joint in corners or the Vipanel® concealed joint 
strip for inline installation. Matt and Structure decors can be bent up to 
90°—inwards or outwards—after a rebate is formed on the rear face.

Vipanel® panels can be cut, shaped, and drilled using standard installation 
tools and machinery. They should be fixed to walls using commonly  
available MS Polymer Adhesives. All installation edges, profiles, and  
junctions must be sealed with a High Modulus Silicone or MS 
Polymer Sealant to ensure a fully watertight installation. Please check  
local regulations in your home country.

Technical description

Substrate: 
Two layers of aluminium sheet laminated either side of a black  
polyethylene type LDPE core.

Decorative reproduction:
High resolution, high quality digital décor print to one face.   
Decorative faces are protected by peel off polythene coating (PC) to protect 
during transit and installation. The reverse face being plain white finish.  
High gloss panels have polythene coating on both sides.

Textures:
Four textures are available and complementary to the 
available décor offer.
Matt: 	 a subtle matt stone/sanded timber finish
Structure: 	 a stone relief texture combining matt background  
		  to a semi gloss raised texture
Velvet:	 a soft-touch smooth matt finish
Gloss: 	 a high gloss finish similar to glass that exhibits minimal  
		  reflective deviation. 

Sizes and Weights:
 2550 mm high x 1000 mm wide x 3 mm thick     
	 Weight unwrapped 9.7kg (3.80 kg/m2)
 2550 mm high x 1500 mm wide x 3 mm thick     
 	 Weight unwrapped 14.5kg (3.80 kg/m2)

Vipanel® 
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Roth produktgruppe

PROPERTIES UNIT

Panel size 1000 mm (nominal) 2550 mm high x 1000 mm wide

Panel size 1500 mm (nominal) 2550 mm high x 1500 mm wide

Width tolerance ±5 mm

Height tolerance ±5 mm

Squareness tolerance ±3 mm/m

Panel thickness 3 mm

Thickness tolerance EN 324 ±0,2 mm

Weight kg/m2 3,8 kg/m²

Weight 2550 x 1000 x 3 mm unwrapped panel 9,7 kg

Weight 2550 x 1500 x 3 mm unwrapped panel 14,5 kg

Aluminium facing thickness 0,3 mm

Polyethelene LDPE-core thickness 2,4 mm

Polyethelene LDPE-core density 0,92 g/cm³

Resistance modulus 0,81 cm³/m

Bending strength 865 kNcm²/m

Elasticity module 70.000 N/mm²

Linear expansion coefficient 2,4 mm/m/100°C

Water absorption DIN 53495 0,01%

Tensile strength RP 0,2 > 200 N/mm²

Light resistance (DIN EN 15187 blue wool scale) Stage 5

Heat transfer (U-value, incl. Rsi/Rse surface resistances) 5,61

Temperature resistance -30 to +80°C

Sound reduction index RW 24

Fire Class DIN 4102-1 B2

Fire Class NF-P-92-501 M2

Fire Class EN13501-1 D-s2,d2

REACH Available on request

EPD Available on request

VOC emission: ISO16000 A+

Warranty (subject to conditions) 10 Years
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Vipanel®

10
year warranty

10
year warranty

Warranty: 10 years.   
(terms and conditions available online at Vipanel® web.

Vipanel® by roth


